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Frame up your garment as normal and place on machine

Load supplied applique template

Start machine, allowing it to complete a run stitch outline as a positioning guide,
then stop the machine one the positioning line is complete

Spray the rear of the badge with a temporary spray mount and place over the
embroidery run stitch guide

Restart the machine, which will do a zigzag stitch holding the badge in place,
followed by a satin stitch which hold the badge permanently in place

Un-frame garment as usual and remove the backing to complete the process

BADGE APPLICATION METHODS

IRONON  - Important that steam is switched off
1. Place badge on garment
2. Set the temperature of iron to cotton
3. Cove the badge with a damp, thin cloth and iron for 20-30 seconds
4. Turn garment inside out and iron until dry
5. Do NOT use on heat sensitive fabric, like PVC, Nylon, Acetate & Rayon
6. Recommend a few taking stitches are placed to hold permanently in place

HEATSEALABLE  - Always try on sample material for adhesion test first

1. Heat machine to 160-180c on Medium - Firm pressure (depending on fabric)
2. Apply place badge on position, and apply heat for 2-3 seconds to temporarily apply badge
3. Turn garment over and apply heat from reverse of garment for 12-20 seconds
4. Allow for badge to cool prior to packing
5. Do not iron logo or tumble dry garment


